
Product Description:

Al-Zamil Chemical Tanks are made from the highest quality High Density 

Polyethylene material made suitably to contain most corrosive chemicals. 

Tanks are designed with increased safety having stable bases and no 

moving parts within the tank. They have flat top areas as stable bases for 

mounting the mixer.  Tanks are made in translucent color with graduated 

walls in order to determine the level of content.

Al-Zamil Chemical Tank systems provide containers that are one piece seamless 

construction, no layers to separate, no welds to break, no coatings to fail. 

AL-ZAMIL Chemical Tanks

Specifications:

Description Value

Type of Material High Density Polyethylene

Method of Manufacture Rotomolding

Color Neutral (with level indicator)

Tensile Strength of Material 130 kgf/cm2

Flexural Strength of Material 280 kgf/cm2

Flexural Modulus of Material 5,000 kgf/cm2

Compressive Strength of Material > 1,000 kgf/cm2

Impact Strength of Material 130 joules

Accelerated Weathering of Material 1,000 hours- No changes observed

Environmental Stress Crack Resistance F50 – 300 hours

Protection from UV Radiation UV Stabilized

Warranty Period Five (5) years

100 Liters

200 Liters300 Liters

500 Liters



Capacity Dimension Weight

Diameter Height

100 Liters 50.5 cm 69.5 cm 8 kg

200 Liters 53.5 cm 107.5 cm 12 kg

300 Liters 66.0 cm 115.0 cm 15 kg

500 Liters 74.5 cm 138.5 cm 22 kg

Sizes Available:

Applications:

Al-Zamil Chemical Tanks provide one of the best container solutions for 

most aggressive chemicals such as acids, caustics and chemical 

compounds that can impact tanks to some extent . Al-Zamil Chemical 

Tanks are more chemically resistant then fiberglass, stainless steel and 

lined carbon steel tanks.

For inquiry of Al-Zamil Chemical Tank resistance to a particular chemical, 

pls. contact our technical department.

“Mishandling of aggressive chemicals can result 

to severe and serious injury. Thus, extra care in 

use and handling is advised.”

Size of Opening with Lid = 15cm




